RW-FU

- FUSIBLE RESISTOR.

- GREAT SAFETY AGAINST SURGE.
- FLAME PROOF COATING.

- TOLERANCE FROM : + 5%
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TYPE WATTAGE RES. RANGE(2Q)
RATING(W)

RW-FU w CUSTOMER MADE

CHARACTERISTICS LIMITS TEST METHDOS
DC RESISTANCE - WITHIN SPECIFIED TOLERANCE . MEASURING A POINT 3/81 £ 1-16
INCH FROM THE BODY
THERMAL SHOCK - THE CHANGE IN Q SHALL . A.SEQUENCE -
MNOT EXCEED =+ (10% + 10HM) -55T : 30MIN
25T :5MIN
85 T:30MIN
SHORT-TIME OVERLOAD - SHALL BE NO EVIDENCE OF . TW ~3W -V = Jr2_5 * PR
ARCING, BURNING OR CHARGING 5 SECONDS
SURGE LIMIT - OVER 6K VOLTAGE

HOW TO ORDER
RW-FU w 12 J
HMR Type Rated Wattage Resistance Value RESISTANCE
' ' ' TOLERANCE
J: £5%
K: £10%

'Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before your order and/or use.'



