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Dimension DIMENSION (mm)
TYPE
Wit1) D{x1) H(£1) P (0.5} d (£0.02)

- i i . . . . .
RQR-02 11 75 205 5 0.8
H RQR-03 12 8 255 5 0.8
i RQR-05 135 9.5 265 5 0.8

i e | | | | |
- RQR-07 14 10 40 5 0.8

ime il h":LEAD LENGTH DEPENDS ON [ | |

RESISTANCE VALUE RQR-10 16 12 34 75 0.8

RESISTANCE RANGE(%)
TYPE RATED WATTAGE(W)
GLASS CORE MOR CORE CERAMIC CORE

ROR-02 . 2w . 0.1~50 . 50~200K . 0.1~5K
ROR-03 . 3w . 0.1~50 . 50~200K . 0.1~5K
ROR-05 . SwW . 0.1~150 . 80~250K . 0.1~15K
RQR-07 . 7w . 0.2~220 . 80~250K . 0.1~15K
RQR-10 . 1ow . 0.3~200 . 200~250K . 0.1~30K

Specifications
TOLERANCE TEMPERATURE COEFFICIENT
+ 10% STANDARD, + 5%, ALSO AVAILABLE. BELOW 10 490 ~ 1300PPM/ T (TYP)

101 AND ABOVE 490PPM/ T (TYP)

OPERATING TEMPERATURE TERMINAL STRENGTH
-55CT0+275C -5LBS MINIMUM
HOW TO ORDER

100 J G

Reslstance Tolerance

F+1% Optlons

J+5% G: Glass Core
K+ 10% M: MOR Cor
HMR Type Rated Wattage Reslstance Value M+ 20% C: CERAMIC CORE

'Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before your order and/or use.'



